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Mounting Brackets

EXTRA STRONG

Clipsal’s new range of DIN Rail Mounted Switched Sockets provide a fast, 
convenient source of power, letting you get on with the job.



Clipsal are pleased to announce we have now 
expanded our range of the popular DIN rail 
mounted outlets. The 4SSO series sockets are 
particularly useful when used in power supply 
applications such as temporary power on 
building sites, additional outlets in switchboards 
or meter enclosures. This innovative new range 
is available in both four and eight module wide 
units and features easy access to terminals for 
quick fi t off.

4SSO Series DIN Rail 
Mounted Switched Sockets

A stand-out product in the 4SSO series, is the 
twin outlet model (4SSO25). Unique to Clipsal, 
the fl exible twin outlet model is available in 
switched 10A and 15A, double or single pole 
options. The double pole model meets the strict 
safety regulations required for building sites, 
caravan and mobile home applications.

4SS025 Twin Outlet Model 

The new 4SSO series also features extra 
strong mounting brackets for extra strength in 
aggressive temporary power supply applications. 
This coupled with the use of the reliable Clipsal 
15 Series Mechanism in the new range, means 
that you can expect years of dependable service 
from these sockets.

Extra Strong Mounting Brackets

Catalogue Number EXISTING   Socket Outlets and Enclosures
4PSO10 250V 10A 3 Pin socket outlet 2.5 modules wide
4PSO10D 250V 10A 3 Pin socket outlet double pole 2.5 modules wide
4PSO10DL 250V 10A 3 Pin socket outlet double pole with round earth socket 2.5 modules wide
4PSO15D 250V 15A 3 Pin socket outlet double pole 2.5 modules wide
4PSO20D 250V 20A 3 Pin socket outlet double pole 2.5 modules wide
4PS31 Enclosure only accepts any 30 series switch mechanisms 2.5 modules wide

Catalogue Number NEW    Switched Socket Outlets

4SSO15 250V 10A 3 Pin socket outlet 4 modules wide
4SSO15D 250V 10A 3 Pin socket outlet double pole 4 modules wide
4SSO15/15 250V 15A 3 Pin socket outlet 4 modules wide
4SSO15D15 250V 15A 3 Pin socket outlet double pole 4 modules wide
4SSO25 250V 10A 3 Pin Twin socket outlet 8 modules wide
4SSO25D 250V 10A 3 Pin Twin socket outlet double pole 8 modules wide
4SSO25/15 250V 15A 3 Pin Twin socket outlet 8 modules wide
4SSO25D15 250V 15A 3 Pin Twin socket outlet double pole 8 modules wide

 4SS025D  4SS015
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You can fi nd this brochure and many others 
online in PDF format at: clipsal.com
Follow the links off the home page or access 
the following page directly: 
clipsal.com/wat_lib_pdf.cfm 

International Enquiries
International Sales and Marketing
Telephone + 61 8 8269 0587
Facsimile + 61 8 8340 7350
E-Mail export@clipsal.com.au

New Zealand
Clipsal Industries (NZ) Ltd
Telephone (09) 576 3403
Facsimile (09) 576 1015
E-Mail headoffi ce@clipsal.co.nz

SA Adelaide (08) 8268 0400

WA Perth (08) 9442 4444

TAS Launceston (03) 6343 5900

NT Darwin (08) 8947 0278

Clipsal Australia Pty Ltd reserves the right to change 
specifi cations, modify designs and dis con tin ue items 
without incurring obligation and whilst every effort is 
made to ensure that descriptions, specifi cations and 
other in for ma tion in this catalogue are correct, no 
warranty is given in respect thereof and the
company shall not be liable for any error therein. C
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