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Excel Range

Pack Cat No.

Switches are supplied with Cat. No. 
770M unless otherwise specified. 
These are interchangeable with any 
770, 769, 707 series mechanism. 
Available to Public Works Depart-
ment (PWD) specification with 
rear-screwed plate mounting of 
mechanisms. 
Vertical standard size switches
Plate size 73 x 117mm. 
Mounting centres: 84mm

10 XL770/0 Blank grid with blank cover

10 XL770/1 10A 1 gang standard size switch

10 XL770/2 10A 2 gang standard size switch

10 XL770/3 10A 3 gang standard size switch

10 XL770/4 10A 4 gang standard size switch

10 XL770/5 10A 5 gang standard size switch

10 XL770/6 10A 6 gang standard size switch

Pack Cat No.

Architrave switches
Plate size 35 x 84mm. 
Mounting centres: 70mm.
Suitable for horizontal and 
vertical mounting.

10 XLA770/1
10A 1 gang architrave switch, 35 x 
84mm, 70mm mounting centres

10 XLA770/2
10A 2 gang architrave switch, 35 x 
84mm, 70mm mounting centres

10 XLA770/3
10A 3 gang architrave switch, 35 x 
110mm, 95mm mounting centres

10 XLA770/4
10A 4 gang architrave switch, 35 x 
135mm, 120mm mounting centres

Pack Cat No.

Standard size weatherproof 
switches, IP56
Plate size 73 x 117mm. 
Mounting centres: 84mm.
Weatherproof to IP56, 
in one or two-gang arrangement.

3 XLW770H1
10A 1 gang standard size switch for 
horizontal mounting

3 XLW770H2
10A 2 gang standard size switch for 
horizontal mounting

3 XLW770V1
10A 1 gang standard size switch for 
vertical mounting

3 XLW770V2
10A 2 gang standard size switch for 
vertical mounting

Pack Cat No.
Horizontal standard size switches
Plate size 117 x 73mm. 
Mounting centres: 84mm

10 XL770/1H 10A 1 gang standard size switch

10 XL770/2H 10A 2 gang standard size switch

10 XL770/3H 10A 3 gang standard size switch

10 XL770/4H 10A 4 gang standard size switch

10 XL770/5H 10A 5 gang standard size switch

10 XL770/6H 10A 6 gang standard size switch

Excel Range switches 230 - 240V a.c.
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