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Nuts and Bolts
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Mudguard Washer

Threaded Rod

Standard length: 3.0 
metres.

Rod Coupler

Channel Nut without Spring

Fits all channel sections.

Thread  
Diameter

Zinc  
Plated

Hot Dip  
Galvanised

M6 MW6Z MW6H
M8 MW8Z MW8H

M10 MW10Z MW10H
M12 MW12Z MW12H

Thread  
Diameter

Zinc  
Plated

Hot Dip  
Galvanised

Stainless  
Steel

M6 TR6Z - -
M8 TR8Z - -
M10 TR10Z TR10H TR10S
M12 TR12Z TR12H TR12S

M16 TR16Z TR16H TR16S

Thread  
Diameter

Zinc  
Plated

Hot Dip  
Galvanised

Stainless  
Steel

M6 RC6Z - -
M8 RC8Z - -
M10 RC10Z RC10H RC10S
M12 RC12Z RC12H RC12S

M16 RC16Z RC16H RC16S

Thread  
Diameter

Zinc  
Plated

Hot Dip  
Galvanised

Stainless  
Steel

M6 B3006Z B3006H B3006S
M8 B3007Z B3007H B3007S

M10 B3008Z B3008H B3008S
M12 B3010Z B3010H B3010S


