
T8 Premium Extra Tri-Phosphor

• T8 Premium Extra Tri-Phosphor range of lamps feature high 
colour rendering and excellent lumen maintenance

• High luminous efficacy
• Operates on conventional and electronic ballasts

The T8 Premium Extra Tri-Phosphor range of T8 fluorescent 
lamps feature high colour rendering and excellent lumen 
maintenance. Operating on conventional and electronic ballasts, 
the range meets the lighting requirements as specified in the 
European Standard EN 12464-1 for work places and AS/NZS 
4782.1/4782.2-2004/Amdt 2006.

80 1 Years 360°
CRI Warranty Beam Angle

CODE LAMP POWER EXIT LUMEN CCT DIMENSIONS VOLTAGE

212961 36W 3300lm 5000K L1200 x W26 x H26 mm 103V

212962 58W 5100lm 5000K L1500 x W26 x H26 mm 110V

218006 36W 3050lm 6500K L1200 x W26 x H26 mm 103V

218010 36W 3350lm 4000K L1200 x W26 x H26 mm 103V

218048 18W 1350lm 4000K L590 x W26 x H26 mm 57V

218049 18W 1350lm 3000K L590 x W26 x H26 mm 57V

218050 18W 1250lm 6500K L590 x W26 x H26 mm 57V

218144 58W 5250lm 4000K L1500 x W26 x H26 mm 110V

218145 58W 5000lm 6500K L1500 x W26 x H26 mm 110V
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