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TECHNICAL SHEET
EXTENSION LEADS PIGGYBACK/TAPON -

PLUG TYPE I

Piggyback type for home and office application.

Technical details :

Current: 10 A.
Plug and socket: 10 A, 250 V.
Max. power: 2500 W.
Color: white.

Reference AU-reference Length (m) Cable type
BIZ 390 519 BIZELPBW01 1 H05VV-F 3 x 1 mm²
BIZ 390 520 BIZELPBW02 2 H05VV-F 3 x 1 mm²
BIZ 390 521 BIZELPBW04 4 H05VV-F 3 x 1 mm²
BIZ 390 522 BIZELPBW06 6 H05VV-F 3 x 1 mm²
BIZ 390 523 BIZELPBW08 8 H05VV-F 3 x 1 mm²
BIZ 390 524 BIZELPBW10 10 H05VV-F 3 x 1 mm²
BIZ 709 948 BIZELPBW01 1 H05VV-F 3 x 1.0 mm²
BIZ 709 949 BIZELPBW02 2 H05VV-F 3 x 1.0 mm²
BIZ 709 950 BIZELPBW04 4 H05VV-F 3 x 1.0 mm²
BIZ 709 951 BIZELPBW06 6 H05VV-F 3 x 1.0 mm²
BIZ 709 952 BIZELPBW08 8 H05VV-F 3 x 1.0 mm²
BIZ 709 953 BIZELPBW10 10 H05VV-F 3 x 1.0 mm²
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