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AV TV SAT Install

01-136

Frequency Range (MHz) Insertion Loss(dB) Return Loss(dB)
5-40 ≤8 ≥10

40-1000 ≤8.5 ≥10
1000-1750 ≤10 ≥10
1750-2400 ≤10.5 ≥10

Speci�cations

Frequency Range (MHz) Insertion Loss(dB) Return Loss(dB)
5-40 ≤11 ≥10

40-1000 ≤12 ≥10
1000-1750 ≤13 ≥10
1750-2400 ≤15 ≥10

Speci�cations

Frequency Range (MHz) Insertion Loss(dB) Return Loss(dB)
5-40 ≤7.5 ≥10

40-1000 ≤8.0 ≥10
1000-1750 ≤9.5 ≥10
1750-2400 ≤10.0 ≥10

Speci�cations

Frequency Range (MHz) Insertion Loss(dB) Return Loss(dB)
5-40 ≤11 ≥10

40-1000 ≤12 ≥10
1000-1750 ≤13 ≥10
1750-2400 ≤15 ≥10

Speci�cations

4 WAY F-TYPE SPLITTER 5-2400MHz - KINGRAY
FOXTEL® APPROVED F30952

• 4 Way F Type Splitter
• 8-10�5dB Insertion Loss
• 5-2400MHz
• Power Pass All Ports
• Foxtel Approved

8 WAY F-TYPE SPLITTER 5-2400MHz - KINGRAY
FOXTEL® APPROVED F30965

• 8 Way F Type Splitter
• 11-15dB Insertion Loss
• 5-2400MHz
• Power Pass All Ports
• Foxtel Approved

Frequency Range (MHz) Insertion Loss(dB) Return Loss(dB)
5-40 ≤8 ≥10

40-1000 ≤8.5 ≥10
1000-1750 ≤10 ≥10
1750-2400 ≤10.5 ≥10

Speci�cations

4 WAY F-TYPE SPLITTER REVERSE POWER PASS
FOXTEL® APPROVED F30997 - KINGRAY

Code
KSP4F

Code
KSP8F

FOXTEL® APPROVED F30951

3 WAY F-TYPE SPLITTER 5-2400MHz - KINGRAY

• 3 Way F Type Splitter
• 7�5-10dB Insertion Loss
• 5-2400MHz
• Power Pass All Ports
• Foxtel Approved

FOXTEL® APPROVED F30964

6 WAY F-TYPE SPLITTER 5-2400MHz - KINGRAY

• 6 Way F Type Splitter
• 11-15dB Insertion Loss
• 5-2400MHz
• Power Pass All Ports
• Foxtel Approved

2 WAY F-TYPE SPLITTER REVERSE POWER PASS
FOXTEL® APPROVED F30998 - KINGRAY

Frequency Range (MHz) Insertion Loss(dB) Return Loss(dB)
5-40 ≤4.0 ≥10

40-1000 ≤4.5 ≥10
1000-1750 ≤5.0 ≥10
1750-2400 ≤5.5 ≥10

Speci�cations

Code
KSP3F

Code
KSP6F

Code
KSP2FRPP

Code
KSP4FRPP

2 WAY F-TYPE SPLITTER 5-2400MHz - KINGRAY

• 2 Way F Type Splitter
• 5-2400MHz
• 4-5�5dB Insertion Loss
• Power Pass All Ports
• Foxtel Approved

FOXTEL® APPROVED F30950

Code
KSP2F

 � Splitters GME Kingray

Tap Value Insertion Loss Code
-12dB 4-5dB KT412F
-15dB 3-4�5dB KT415F
-20dB 2�2-3�5dB KT420F

4 WAY F-TYPE TAP - KINGRAY

• 4 Way Passive Tap
• 5-2400MHz
• Power Pass Through Port
• Foxtel® Approved

Tap Value Code
-16dB KT816F

8 WAY F-TYPE 16dB TAP - KINGRAY

• 8 Way Tap F Type
• 5-2400MHz
• Power Pass Through Port
• Foxtel® Approved

FOXTEL® APPROVED

FOXTEL® APPROVED F30969

Tap Value Code
-12dB KT212F
-15dB KT215F

2 WAY F-TYPE TAP - KINGRAY
FOXTEL® APPROVED
• 2 Way Passive Tap
• 5-2400MHz
• Power Pass Through Port
• Foxtel® Approved

• 2 Way F Type Splitter
• 4-5�5dB Insertion Loss
• 5MHz - 2400MHz
• Reverse Power Pass - 

In to Out Ports
• Foxtel Approved

• 4 Way F Type Splitter
• 8-10�5dB Insertion 

Loss
• 5MHz - 2400MHz
• Reverse Power Pass - 

In to Out Ports
• Foxtel Approved


