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LED TRACK LIGHTS

Specifications above are for reference only and may vary without prior notice

SINGLE CIRCUIT TRACKS
STR4800/1, STR4800/2 UNIVERSAL
• Extruded aluminium profile
• Powder coated finish
• Length 1 m or 2 m
• Completed with end cap and live end

IP RATING
• IP20 suitable for indoor use only

DIMENSIONS Model No. Length Colour

STR4800/1 WH 1m White

STR4800/1 SL 1m Silver

STR4800/1 BK 1m Black

Model No. Length Colour

STR4800/2 WH 2m White

STR4800/2 SL 2m Silver

STR4800/2 BK 2m Black

TRACK COMPONENTS
STRAIGHT JOINER

LIVE END

LIVE CENTRE FEED

L-SHAPED JOINER

T-SHAPED JOINER

CROSS JOINER

TRACK ADAPTOR
Model No. Colour

STR4803 WH White

STR4803 SL Silver

STR4803 BK Black

Model No. Colour

STR4801 WH White

STR4801 SL Silver

STR4801 BK Black

Model No. Colour

STR4804 WH White

STR4804 SL Silver

STR4804 BK Black

Model No. Colour

STR4805 WH White

STR4805 SL Silver

STR4805 BK Black

Model No. Colour

STR4806 WH White

STR4806 SL Silver

STR4806 BK Black

Model No. Colour

STR4808 WH White

STR4808 SL Silver

STR4808 BK Black

Model No. Colour

STR4802 WH White

STR4802 SL Silver

STR4802 BK Black
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SINGLE CIRCUIT TRACK DIAGRAM

Track has a groove running along its face. 
This denotes the ‘Earth’ side of the track.
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