
WBQSP4

WBQSPB

WBQHSP4

WBQHSP1

Features
- Multiple mounting holes
- Supplied with standard 32mm 

tapered point fixing screws
- No mechanism push back
- High impact, high gloss UV 

stabilised polycarbonate 
construction

 
- Spray matt finishes available in 
 matt white and matt black
- Screw retention
- Hybrid plates for non-Hager 

Roto-loc mechanisms

Switches and sockets
finesse - switch plates 

Switch plates - no mechanisms

Description Available colours Box qty Cat ref.

1 gang  Gloss White 10 WBQSP1

 Matt Black 10 WBQSP1-MB

 Matt White 10 WBQSP1-MW

2 gang  Gloss White 10 WBQSP2

 Matt Black 10 WBQSP2-MB

 Matt White 10 WBQSP2-MW

3 gang  Gloss White 10 WBQSP3

 Matt Black 10 WBQSP3-MB

 Matt White 10 WBQSP3-MW

4 gang  Gloss White 10 WBQSP4

 Matt Black 10 WBQSP4-MB

 Matt White 10 WBQSP4-MW

5 gang  Gloss White 10 WBQSP5

 Matt Black 10 WBQSP5-MB

 Matt White 10 WBQSP5-MW

6 gang  Gloss White 10 WBQSP6

 Matt Black 10 WBQSP6-MB

 Matt White 10 WBQSP6-MW

Blank  Gloss White 10 WBQSPB

 Matt Black 10 WBQSPB-MB

 Matt White 10 WBQSPB-MW

Brush cable entry plate  Gloss White 10 WBQSPCE

 Matt Black 10 WBQSPCE-MB

 Matt White 10 WBQSPCE-MW

Switch plates - hybrid 
(For use with non-Hager mechanisms) 

Description Available colours Box qty Cat ref.

1 gang  Gloss White 10 WBQHSP1

 Matt Black 10 WBQHSP1-MB

 Matt White 10 WBQHSP1-MW

2 gang  Gloss White 10 WBQHSP2

 Matt Black 10 WBQHSP2-MB

 Matt White 10 WBQHSP2-MW

3 gang  Gloss White 10 WBQHSP3

 Matt Black 10 WBQHSP3-MB

 Matt White 10 WBQHSP3-MW

4 gang  Gloss White 10 WBQHSP4

 Matt Black 10 WBQHSP4-MB

 Matt White 10 WBQHSP4-MW

10 Subject to technical modification 


