
Switches and sockets
finesse - sockets

WBQP2S

WBQP2S-MB

WBQP2SUSB

WBQP2SUSB-MB

WBQP2SUSBAC

Sockets - horizontal

Description Characteristics Available colours Box qty Cat ref.

Single sockets 10A  Gloss White 10 WBQP1S

 Matt Black 10 WBQP1S-MB

 Matt White 10 WBQP1S-MW

10A ‘Round Earth’  Gloss White 10 WBQP1R

 Matt Black 10 WBQP1R-MB

 Matt White 10 WBQP1R-MW

15A  Gloss White 5 WBQP115S

 Matt Black 5 WBQP115S-MB

 Matt White 5 WBQP115S-MW

Double sockets 10A  Gloss White 10 WBQP2S

 Matt Black 10 WBQP2S-MB

 Matt White 10 WBQP2S-MW

Double sockets with extra switch 10A  Gloss White 5 WBQP2XS

 Matt Black 5 WBQP2XS-MB

 Matt White 5 WBQP2XS-MW

Double sockets with 2 x 2.1A USB 10A  Gloss White 1 WBQP2SUSB

 Matt Black 1 WBQP2SUSB-MB

 Matt White 1 WBQP2SUSB-MW

Double sockets blanked extra switch 10A  Gloss White 1 WBQP2XSB

 Matt Black 1 WBQP2XSB-MB

 Matt White 1 WBQP2XSB-MW

Double sockets with USB Type A and 
Type C

10A  Gloss White 5 WBQP2SUSBAC

 Matt Black 5 WBQP2SUSBAC-MB

 Matt White 5 WBQP2SUSBAC-MW

Sockets - vertical

Description Characteristics Available colours Box qty Cat ref.

Single socket 10A  Gloss White 10 WBQP1VS

 Matt Black 10 WBQP1VS-MB

 Matt White 10 WBQP1VS-MW

Features
- Removable covers for 

ease of painting
- Multiple mounting holes
- Terminal screws “backed off”
- Bevelled and colour coded 

cable entries aligned for 
ease of termination

- Supplied with retained tapered 
 point 32mm fixing screws
- Spray matt finishes available in 

matt white and matt black

Technical data
- All sockets 250V 50Hz rated
- Extra switch models fitted 

with 16AX mechanisms
- High impact, high gloss UV 

stabilised polycarbonate 
construction

- Terminal accommodates 
4 x 2.5mm2 cable

WBQP1VS

13Subject to technical modification


