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BUP Plug Series

Old Product Code New Product Code Description

BUP310OR BUP310 Plug IP66 10A 250V~ 3 Flat Pin

BUP310L Plug IP66 10A 250V~ 2 Flat & 1 Round Pin

BUP315OR BUP315 Plug IP66 15A 250V~ 3 Flat Pin

BUP320OR BUP320 Plug IP66 20A 250V~ 3 Round Pin

BUP332OR BUP332 Plug IP66 32A 250V~ 3 Round Pin

BUP410OR BUP410 Plug IP66 10A 500V~ 4 Pin

BUP420OR BUP420 Plug IP66 20A 500V~ 4 Pin

BUP432OR BUP432 Plug IP66 32A 500V~ 4 Pin

BUP440 Plug IP66 40A 500V~ 4 Pin

BUP450 Plug IP66 50A 500V~ 4 Pin

BUP510OR BUP510 Plug IP66 10A 500V~ 5 Pin

BUP520OR BUP520 Plug IP66 20A 500V~ 5 Pin

BUP532OR BUP532 Plug IP66 32A 500V~ 5 Pin

BUP540 Plug IP66 40A 500V~ 5 Pin

BUP550OR BUP550 Plug IP66 50A 500V~ 5 Pin

BUEXSO Extension Socket Series

Old Product Code New Product Code Description

BUEXSO310 Socket Extension Cord IP66 10A 250V~ 3 Flat Pin 

BUEXSO315 Socket Extension Cord IP66 15A 250V~ 3 Flat Pin 

BUEXSO320 Socket Extension Cord IP66 20A 250V~ 3 Round Pin 

BUEXSO332 Socket Extension Cord IP66 32A 250V~ 3 Round Pin 

BUEXPP410OR BUEXSO410 Socket Extension Cord IP66 10A 500V~ 4 Pin 

BUEXPP420OR BUEXSO420 Socket Extension Cord IP66 20A 500V~ 4 Pin 

BUEXPP432OR BUEXSO432 Socket Extension Cord IP66 32A 500V~ 4 Pin 

BUEXSO440 Socket Extension Cord IP66 40A 500V~ 4 Pin 

BUEXSO450 Socket Extension Cord IP66 50A 500V~ 4 Pin 

BUEXPP510OR BUEXSO510 Socket Extension Cord IP66 10A 500V~ 5 Pin 

BUEXPP520OR BUEXSO520 Socket Extension Cord IP66 20A 500V~ 5 Pin 

BUEXPP532OR BUEXSO532 Socket Extension Cord IP66 32A 500V~ 5 Pin 

BUEXSO540 Socket Extension Cord IP66 40A 500V~ 5 Pin 

BUEXSO550 Socket Extension Cord IP66 50A 500V~ 5 Pin 

BUEXSO310

BUP310

BUEXSO532

BUP520

Old Product code only listed if it has changed.

NEW PRODUCTS

OLD & NEW CROSS REFERENCE CHART
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BUPA Angled Plug Series

Old Product Code New Product Code Description

BUPA332 Plug Angled IP66 32A 250V~ 3 Round Pin

BUPA410OR BUPA410 Plug Angled IP66 10A 500V~ 4 Pin

BUPA420OR BUPA420 Plug Angled IP66 20A 500V~ 4 Pin

BUPA432OR BUPA432 Plug Angled IP66 32A 500V~ 4 Pin

BUPA440 Plug Angled IP66 40A 500V~ 4 Pin

BUPA450 Plug Angled IP66 50A 500V~ 4 Pin

BUPA510OR BUPA510 Plug Angled IP66 10A 500V~ 5 Pin

BUPA520OR BUPA520 Plug Angled IP66 20A 500V~ 5 Pin

BUPA532OR BUPA532 Plug Angled IP66 32A 500V~ 5 Pin

BUPA540 Plug Angled IP66 40A 500V~ 5 Pin

BUPA550 Plug Angled IP66 50A 500V~ 5 Pin

BUDIN Series

Old Product Code New Product Code Description

BU4DIN Enclosure DIN 4 Pole IP66

BU4DINLE Enclosure DIN 4 Pole IP66 Less Back Box

BU4DINLED Enclosure DIN 4 Pole IP66 with LED

BU4DINLEDLE Enclosure DIN 4 Pole IP66 with LED, Less Back Box

BU4DINKIT DIN Rail Assembly Kit 4 Pole

BUBB Enclosure (Back Box) Series

Old Product Code New Product Code Description

BUBB1G32 BUBB1G Enclosure Back Box 1 Gang with 32mm & 2 x 25mm Entries

BUBBS1G BUBB1GS Enclosure Back Box Shallow 1 Gang with 25mm & 2 x 20mm Entries

BUBB2G32 BUBB2G Enclosure Back Box 2 Gang with 32mm & 2 x 25mm Entries

BUBBS2G BUBB2GS Enclosure Back Box Shallow 2 Gang with 25mm & 2 x 20mm Entries

BUBB3G Enclosure Back Box 3 Gang with 32mm & 2 x 25mm Entries

BUBB4G Enclosure Back Box 4 Gang with 2 x 32mm & 2 x 25mm Entries

BUBB6G Enclosure Back Box 6 Gang  with 2 x 32mm & 2 x 25mm Entries

BUL Enclosure Lid Series

Old Product Code New Product Code Description

BUL1 Lid for 1 Gang Enclosures

BUL2 Lid for 2 Gang Enclosures

BUPA332

BUBB1G

BUL1

BU4DINLED

Old Product code only listed if it has changed.

NEW PRODUCTS
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BUJB Junction Box Series

Old Product Code New Product Code Description

BUJB1 Junction Box IP66 1 Gang, supplied with connectors

BUJB2 Junction Box IP66 2 Gang, supplied with connectors

BUAI Appliance Inlet Series

Old Product Code New Product Code Description

BUAI310 Appliance Inlet IP66 10A 250V~ 3 Flat Pin

BUAI310LE Appliance Inlet IP66 10A 250V~ 3 Flat Pin, Less Enclosure 

BUAI315 Appliance Inlet IP66 15A 250V~ 3 Flat Pin

BUAI315LE Appliance Inlet IP66 15A 250V~ 3 Flat Pin, Less Enclosure 

BUAI320 Appliance Inlet IP66 20A 250V~ 3 Round Pin

BUAI332 Appliance Inlet IP66 32A 250V~ 3 Round Pin

BUAI410 Appliance Inlet IP66 10A 500V~ 4 Pin

BUAI420 Appliance Inlet IP66 20A 500V~ 4 Pin

BUAI432 Appliance Inlet IP66 32A 500V~ 4 Pin

BUAI440 Appliance Inlet IP66 40A 500V~ 4 Pin

BUAI450 Appliance Inlet IP66 50A 500V~ 4 Pin

BUAI510 Appliance Inlet IP66 10A 500V~ 5 Pin

BUAI520 Appliance Inlet IP66 20A 500V~ 5 Pin

BUAI532 Appliance Inlet IP66 32A 500V~ 5 Pin

BUAI540 Appliance Inlet IP66 40A 500V~ 5 Pin

BUAI550 Appliance Inlet IP66 50A 500V~ 5 Pin

BU Accessories

Old Product Code New Product Code Description

BUBRIDGE Bridge for BUBB Back Box Range

BUCAP9 Cover Screw Caps Grey

BUJB1

BUAI532

BUAI310

Old Product code only listed if it has changed.

NEW PRODUCTS

8
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Protection Rating Reference Chart (IP Code AS 60529)
IP stands for Ingress Protection and is formed with two numbers: IPXX.  
The two numbers refer to two levels of protection.

solid objects.
The second digit shows the level of protection against liquids

Solids Liquids

1 Protected against a solid
object greater than 50mm 
such as a hand

1 Protected against vertically 
falling drops of water. Limited 
ingress permitted

2 Protected against a solid
object greater than 12.5mm 

2 Protected against vertically 
falling drops of water with 
enclosure tilted up to 15
degrees from the vertical. 
Limited ingress permitted

3 Protected against a solid
object greater than 2.5mm
such as a screwdriver

3 Protected against sprays of 
water up to 60 degrees from
the vertical. Limited ingress 
permitted for three minutes

4 Protected against a solid
object greater than 1mm
such as a wire

4 Protected against water 
splashed from all directions. 
Limited ingress permitted

5 Dust Protected. Limited
ingress of dust permitted.
Will not interfere with
operation of the equipment. 
Two to eight hours

5 Protected against jets 
of water. Limited ingress 
permitted

6 Dust tight. No ingress of 
dust. Two to eight hours

6 Water from heavy seas or 
water projects in powerful 
jets shall not enter the 
enclosure in harmful
quantities

7 Protection against the 

between 15cm and 1m for 30
minutes

8
of immersion in water under 
pressure for long periods
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Table 1

Plugs

Sockets

A 

O 

H 

E G F 10A 250V~ B 15A 250V~ C 10A 250V~ D 15A 32V~
Polarised

20A 250V~

L 40A 500V~ M 50A 500V~ N 10A 500V~

20A 500V~ P 32A 500V~ Q 40A 500V~ R 50A 500V~

32A 250V~ I 10A 500V~ J 20A 500V~ K 32A 500V~

3 Pin

3 Pin

5 Pin

3 Pin

4 Pin

5 Pin

3 Pin

4 Pin

5 Pin

4 Pin

5 Pin

3 Pin

4 Pin

20A 250V~
3 Pin

4 Pin 5 Pin

2 Pin

A 10A 250V~ B 15A 250V~ C 10A 250V~ D 15A 32V~
Polarised

20A 250V~

L 40A 500V~ M 50A 500V~ N 10A 500V~

O 20A 500V~ P 32A 500V~ Q 40A 500V~ R 50A 500V~

H 32A 250V~ I 10A 500V~ J 20A 500V~ K 32A 500V~

E 
3 Pin

3 Pin

5 Pin

3 Pin

4 Pin

5 Pin

3 Pin

4 Pin

5 Pin

4 Pin

5 Pin

3 Pin

4 Pin

F 20A 250V~
3 Pin

4 Pin

G 10A 250V~
3 Pin

5 Pin

2 Pin

10A 250V~
3 Pin
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Product Type

Enclosures 

(Back boxes)

(PVC)

Housings for Switches, 

Sockets, Plugs and 

Appliance Inlets, as well as 

exposed aspects such as 

flaps, knobs, lock rings and 

latches (Polycarbonate)

Product Colour Grey
Grey, Transparent and 

Orange (plugs)

Acids

Weak Solutions
Hydrochloric 10% Excellent Excellent

Nitric 10% Excellent Excellent

Concentrate Sulphuric 100% Excellent Not Suitable

Alkalis

Weak Solutions Sodium Hydroxide 10% (Caustic Soda) Excellent Not Suitable

Concentrate Potassium Hydroxide 100% Excellent Good Not Suitable

Automotive

Petroleum Excellent Not Suitable

Lubrication Oils Excellent Not Suitable

Hydraulic Oil Excellent Not Suitable

Solvents

Aliphatic Hydrocarbons

(Alkanes)

Methane Excellent Excellent

Propane Excellent Excellent

Alcohols

Ethylene Glycol Excellent Excellent

Glyerol (Glycerin) Excellent Fair

Methyl Alcohol (Methanol) Excellent Not Suitable

Ethyl Alcohol (Ethanol) Excellent Excellent

Amines Aniline Not Suitable Not Suitable

Aromatic

Hydrocarbons

Methyl Benzene Not Suitable Not Suitable

Xylene Not Suitable Not Suitable

Ethers Dimenthly Ethyl Excellent Excellent

Ketones

Acetone Excellent Not Suitable

Acetophenone Not Suitable Not Suitable

Ethly Methly Ketone Not Suitable Not Suitable

Miscellaneous

Detergent Excellent Excellent

Inorganic Salts Magensium Sulphate Excellent Excellent

Oxidising Agents

Weak Solution Sodium Hypochlorite 5% Excellent Excellent

Strong Solution Hydrogen Peroxide 30% Excellent Excellent

Water

Ambient Excellent Excellent

Heated>60°C Fair Excellent

Steam Not Suitable Not Suitable

Buffalo Chemical Resistance Chart

Excellent
Recommended no adverse 

effects after extended exposure

Good

Acceptable with minimal 

mechanical property loss from 

extended exposure

Fair
Loss of mechanical property 

from extended exposure

Not Suitable

Not recommended for use 

due to poor performance and 

significant mechanical property 

loss
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BUC310

BUC315

BUC320

BUC332

BUC410

BUC420

BUC432

BUC440

BUC450

BUC510

BUC520

BUC532

BUC540

BUC550

BUC310LE

BUC315LE

BUC320LE

BUC332LE

BUC410LE

BUC420LE

BUC432LE

BUC440LE

BUC450LE

BUC510LE

BUC520LE

BUC532LE

BUC540LE

BUC550LE

Modular Combinations   

See the table for product detail.

Certification Number:    

GMA-500838

GSM Electrical (Australia) Pty Ltd 

Level 2, 142-144 Fullarton Road, Rose Park SA 5067 

P: 1300 301 838  F: 1300 301 778  E: service@gsme.com.au  Data Specification Sheet

September 2018www.gsme.com.au

General Information Switch Data Socket Data
Plug 

Data

Pin & Volt Cat No.
Current 

Rating
Pin Config

Pin Config 

Code

(Table 1)

Enclosure

AC21 

Rating 

(A)

AC22 

Rating 

(A)

AC23 

Rating 

(A)

M Rating
a Conductor 

Size (mm2)

Maximum 

Conductor 

Size (mm2)

Minimum 

Conductor 

Size (mm2)

Maximum 

Conductor 

Size (mm2)

Matching

Plug

3 Pin 

250V~

BUC310 10 3 Flat A BUBBS2G 10 10 8 M80 1.5 6 1.5 6 BUP310

BUC315 15 3 Flat B BUBBS2G 15 15 8 M80 1.5 6 1.5 6 BUP315

3 Pin 

500V~

BUC320 20 3 Round C BUBB2G 20 20 20 M150 6 16 2.5 6 BUP320

BUC332 32 3 Round D BUBB2G 32 32 28 M180 6 16 6 16 BUP332

4 Pin 

500V~

BUC410 10 4 Round E BUBB2G 10 10 10 M100 6 16 1.5 6 BUP410

BUC420 20 4 Round F BUBB2G 20 20 20 M150 6 16 1.5 6 BUP420

BUC432 32 4 Round G BUBB2G 32 32 28 M180 6 16 2.5 6 BUP432

BUC440 40 4 Round H BUBB2G 40 40 35 M200 10 25 6 16

BUC450 50 4 Round I BUBB2G 50 50 25 M250 10 25 10 16

5 Pin 

500V~

BUC510 10 5 Round J BUBB2G 10 10 10 M100 6 16 1.5 6 BUP510

BUC520 20 5 Round K BUBB2G 20 20 20 M150 6 16 1.5 6 BUP520

BUC532 32 5 Round L BUBB2G 32 32 28 M180 6 16 2.5 6 BUP532

BUC540 40 5 Round M BUBB2G 40 40 35 M200 10 25 6 16

BUC550 50 5 Round N BUBB2G 50 50 25 M250 10 25 10 16

When ordering LESS ENCLOSURE add “LE” at end of catalogue number, ie "BUC310LE" 
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BUSW110

BUSW120

BUSW132

BUSW220

BUSW310

BUSW320

BUSW332

BUSW350

BUSW363

BUSW110LE

BUSW120LE

BUSW132LE

BUSW220LE

BUSW310LE

BUSW320LE

BUSW332LE

BUSW350LE

BUSW363LE

Heavy Duty Switches   

available as individual switches for isolation and control applications.

from 10A up to 63A. See the table for product detail.

 Data Specification Sheet

September 2018www.gsme.com.au

Certification Number:    

GMA-500799-EA

GSM Electrical (Australia) Pty Ltd 

Level 2, 142-144 Fullarton Road, Rose Park SA 5067 

P: 1300 301 838  F: 1300 301 778  E: service@gsme.com.au

Pole & Volt Cat No.

Current 

Rating 

(Nominal) (A)

AC21 

Rating (A)

AC22 

Rating (A)

AC23 

Rating (A)
M Rating

Minimum 

Conductor Size 

(mm2)

Maximum 

Conductor Size 

(mm2)

Single Pole 

250V~

BUSW110 10 10 10 8 M80 1.5 6

BUSW120 20 20 15 8 M150 2.5 16

BUSW132 32 32 20 28 M180 6 16

2 Pole 500V~ BUSW220 20 20 32 28 M150 2.5 16

3 Pole 500V~

BUSW310 10 10 10 10 M100 2.5 16

BUSW320 20 20 20 20 M150 2.5 16

BUSW332 32 32 28 28 M180 6 16

BUSW350 50 50 25 35 M250 10 25

BUSW363 63 63 25 25 M300 10 25

When ordering LESS ENCLOSURE add “LE” at end of catalogue number, ie "BUSW110LE" 
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Certification Number:    

GMA-500838

GSM Electrical (Australia) Pty Ltd 

Level 2, 142-144 Fullarton Road, Rose Park SA 5067 

P: 1300 301 838  F: 1300 301 778  E: service@gsme.com.au  Data Specification Sheet

September 2018www.gsme.com.au

BUPP310

BUPP315

BUPP320

BUPP332

BUPP410

BUPP420

BUPP432

BUPP510

BUPP520

BUPP532

BUPP310LE

BUPP315LE

BUPP320LE

BUPP332LE

BUPP410LE

BUPP420LE

BUPP432LE

BUPP510LE

BUPP520LE

BUPP532LE

Heavy Duty Sockets   

applications.

This self latching one piece design removes a possible failure 
point and opportunities for dust and grime to collect.

amperages from 10A up to 50A. See the table for product detail.

Pin & Volt Cat No.

Current 

Rating 

(A)

Pin 

Config

Pin Config 

Code 

(Table 1)

Enclosure

Minimum 

Conductor Size 

(mm2)

Maximum 

Conductor Size 

(mm2)

Matching Plug

3 Pin 250V~

BUPP310 10 3 Flat A BUBBS1G 1.5 6 BUP310OR

BUPP315 15 3 Flat B BUBBS1G 1.5 6 BUP315OR

3 Pin 500V~

BUPP320 20 3 Round C BUBB1G 2.5 6 BUP320OR/BUPA320OR

BUPP332 32 3 Round D BUBB1G 6 16 BUP332OR/BUPA332OR

4 Pin 500V~

BUPP410 10 4 Round E BUBB1G 1.5 6 BUP410OR/BUPA410OR

BUPP420 20 4 Round F BUBB1G 1.5 6 BUP420OR/BUPA420OR

BUPP432 32 4 Round G BUBB1G 2.5 6 BUP432OR/BUPA432OR

5 Pin 500V~

BUPP510 10 5 Round J BUBB1G 1.5 6 BUP510OR/BUPA510OR

BUPP520 20 5 Round K BUBB1G 1.5 6 BUP520OR/BUPA520OR

BUPP532 32 5 Round L BUBB1G 2.5 6 BUP532OR/BUPA532OR

When ordering LESS ENCLOSURE add “LE” at end of catalogue number, ie "BUPP310LE" 
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Certification Number:    

SAA-192929-EA  

GSM Electrical (Australia) Pty Ltd 

Level 2, 142-144 Fullarton Road, Rose Park SA 5067 

P: 1300 301 838  F: 1300 301 778  E: service@gsme.com.au  Data Specification Sheet

March 2020www.gsme.com.au

BUPPAU310

BUPPAU315

BUPPAU310LE 

BUPPAU315LE 

Sockets Auto Switched   

This self latching one piece design removes a possible failure 
point and opportunities for dust and grime to collect.

NZS3112.  The material of these products varies from others in 

level of chemical performance than standard.

Pin & Volt Cat No.

Current 

Rating 

(A)

Pin 

Config

Pin Config 

Code 

(Table 1)

Enclosure

Minimum 

Conductor Size 

(mm2)

Maximum 

Conductor Size 

(mm2)

Matching Plug

3 Pin 250V~

BUPPAU310 10 3 Flat A BUBBS1G 1.5 6 BUP310OR

BUPPAU315 15 3 Flat B BUBBS1G 1.5 6 BUP315OR

When ordering LESS ENCLOSURE add “LE” at end of catalogue number, ie "BUPPAU310LE" 
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moisture when not in use.

IP66 Extension Sockets    

 
with gloved hands.

Internal cable clamp to support electrical connections.
Size 1 Single and Three Phase suits Smaller to Medium single or  
three phase loads.
Size 2 Single and Three Phase suits Medium to Large single or  
three phase loads.

 

ø 6-12mm 
Size 1 accept cables from ø 12-18mm 
Size 2 accept cables from ø 11-25mm 

Certification Number:    

TBC

GSM Electrical (Australia) Pty Ltd 

Level 2, 142-144 Fullarton Road, Rose Park SA 5067 

P: 1300 301 838  F: 1300 301 778  E: service@gsme.com.au

Pin & 

Volt

*Cat No.

Extension

Sockets

Current 

Rating

(A)

Pin 

Config

Pin 

Config 

Code 

(Table 1)

Terminal 

Size

Maximum 

Conductor 

Size 

(mm2)

Minimum

Cable

Diameter

(mm2)

Maximum

Cable

Diameter

(mm2)

Gland Nut 

Thread 

(mm)

Matching Plug 

Straight / Angled

Matching 

Appliance Inlet

3 Pin 

250V~

BUEXSO310 10 3 Flat A 2.4 x 4.5 6 6 12 M20 x 1.5 BUP310 BUAI310 

BUEXSO315 15 3 Flat B 2.4 x 4.5 6 6 12 M20 x 1.5 BUP315 BUAI315 

BUEXSO320 20 3 Round G ø4.6 6 12 18 M25 x 1.5 BUP320/ BUPA320 BUAI320 

BUEXSO332 32 3 Round H ø6 16 11 25 PG29 BUP332/ BUPA332 BUAI332 

4 Pin 

500V~

BUEXSO410 10 4 Round I ø4.6 6 12 18 M25 x 1.5 BUP410/ BUPA410 BUAI410 

BUEXSO420 20 4 Round J ø4.6 6 12 18 M25 x 1.5 BUP420/ BUPA420 BUAI420 

BUEXSO432 32 4 Round K ø 6 16 11 25 PG29 BUP432/ BUPA432 BUAI432 

BUEXSO440 40 4 Round L ø 6 16 11 25 M32 x 1.5 BUP440/ BUPA440 BUAI440

BUEXSO450 50 4 Round M ø 6 16 11 25 M32 x 1.5 BUP450/ BUPA450 BUAI450 

5 Pin 

500V~

BUEXSO510 10 5 Round N ø4.6 6 12 18 M25 x 1.5 BUP510/ BUPA510 BUAI510 

BUEXSO520 20 5 Round O ø4.6 6 12 18 M25 x 1.5 BUP520/ BUPA520 BUAI520

BUEXSO532 32 5 Round P ø 6 16 11 25 PG29 BUP532/ BUPA532 BUAI532 

BUEXSO540 40 5 Round Q ø 6 16 11 25 M32 x 1.5 BUP540/ BUPA540 BUAI540

BUEXSO550 50 5 Round R ø 6 16 11 25 M32 x 1.5 BUP550/ BUPA550 BUAI550

Product Code Cross Reference

OLD CODE NEW CODE

BUEXSO310

BUEXSO315

BUEXSO320

BUEXSO332

BUEXPP410OR BUEXSO410

BUEXPP420OR BUEXSO420

BUEXPP432OR BUEXSO432

BUEXSO440

BUEXSO450

BUEXPP510OR BUEXSO510

BUEXPP520OR BUEXSO520

BUEXPP532OR BUEXSO532

BUEXSO540

BUEXSO550

PAGE 1 of 2

Tables include NEW product codes. Please refer to Old & New Cross Reference Chart for OLD product codes.
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Certification Number:    

TBC

GSM Electrical (Australia) Pty Ltd 

Level 2, 142-144 Fullarton Road, Rose Park SA 5067 

P: 1300 301 838  F: 1300 301 778  E: service@gsme.com.au

Product Code Cross Reference

PAGE 2 of 2

Size 1 Single & 

Three Phase

Size 2 Single & 

Three Phase

Small Single Phase

OLD CODE NEW CODE

BUEXSO310

BUEXSO315

BUEXSO320

BUEXSO332

BUEXPP410OR BUEXSO410

BUEXPP420OR BUEXSO420

BUEXPP432OR BUEXSO432

BUEXSO440

BUEXSO450

BUEXPP510OR BUEXSO510

BUEXPP520OR BUEXSO520

BUEXPP532OR BUEXSO532

BUEXSO540

BUEXSO550

17
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IP66 Straight & Angled Plugs   

Certification Number:    

TBC

GSM Electrical (Australia) Pty Ltd 

Level 2, 142-144 Fullarton Road, Rose Park SA 5067 

P: 1300 301 838  F: 1300 301 778  E: service@gsme.com.au

Pin & 

Volt

Cat No.

Straight 

Plug

Cat No.

Angle Plug

Current 

Rating 

(A)

Pin 

Config

Pin 

Config 

Code 

(Table 1)

Terminal 

Size (mm 

dia)

Maximum 

Conductor 

Size (mm2)

Minimum 

Cable 

Diameter 

(mm2)

Maximum 

Cable 

Diameter 

(mm2)

Gland Nut 

Thread 

(mm)

Matching Socket/ 

Combination

3 Pin 

250V~

BUP310  N/A 10 3 Flat A 3.0 1.5HD 6 12 M20 x 1.5 BUSO310/BUC310

BUP310L  N/A 10
2 Flat

1 Round
C 3.0 1.5HD 6 12 M20 x 1.5 BUSO310L/BUC310L

BUP315  N/A 15 3 Flat B 3.0 1.5HD 6 12 M20 x 1.5 BUSO315/BUC315

BUP320 BUPA320 20 3 Round G 4.1 10 12 18 M25 x 1.5 BUSO320/BUC320

BUP332 BUPA332 32 3 Round H 4.1 10 11 25 PG29 BUSO332/BUC332

4 Pin 

500V~

BUP410 BUPA410 10 4 Round I 4.1 10 12 18 M25 x 1.5 BUSO410/BUC410

BUP420 BUPA420 20 4 Round J 4.1 10 12 18 M25 x 1.5 BUSO420/BUC420

BUP432 BUPA432 32 4 Round K 4.1 10 11 25 PG29 BUSO432/BUC432

BUP440 BUPA440 40 4 Round L 4.1 10 11 25 M32 x 1.5 BUSO440/BUC440

BUP450 BUPA450 50 4 Round M 4.1 10 11 25 M32 x 1.5 BUSO450/BUC450

5 Pin 

500V~

BUP510 BUPA510 10 5 Round N 4.1 10 12 18 M25 x 1.5 BUSO510/BUC510

BUP520 BUPA520 20 5 Round O 4.1 10 12 18 M25 x 1.5 BUSO520/BUC520

BUP532 BUPA532 32 5 Round P 4.1 10 11 25 PG29 BUSO532/ BUC532

BUP540 BUPA540 40 5 Round Q 4.1 10 11 25 M32 x 1.5 BUSO540/ BUC540

BUP550 BUPA550 50 5 Round R 4.1 10 11 25 M32 x 1.5 BUSO550/ BUC550

Product Code Cross Reference

OLD CODE NEW CODE

Straight Plug
BUP310

BUP310L

BUP315

BUP320

BUP332

BUP410OR BUP410

BUP420OR BUP420

BUP432OR BUP432

BUP440

BUP450

BUP510OR BUP510

BUP520OR BUP520

BUP532OR BUP532

BUP540

BUP550OR BUP550

Angled Plug
BUPA320

BUPA332

BUPA410OR BUPA410

BUPA420OR BUPA420

BUPA432OR BUPA432

BUPA440

BUPA450

BUPA510OR BUPA510

BUPA520OR BUPA520

BUPA532OR BUPA532

BUPA540

BUPA550

 

Internal cable clamp to support electrical connections.
Size 1 Single and Three Phase suits Smaller to Medium Loads.
Size 2 Single and Three Phase suits Medium to Large loads.

ø 6 - 12mm  
Size 1 accept cables from ø 12 - 18mm 
Size 2 accept cables from ø 11 - 25mm

PAGE 1 of 2

Tables include NEW product codes. Please refer to Old & New Cross Reference Chart for OLD product codes.
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178ø79.8

4
2

4
4

ø
1

1
-ø

1
8

.5

ø
1

8
.5

-ø
2

5

161ø79.8

ø11-ø18.544

1
2

6
.5

192

ø
1

2
-ø

1
8

3
3

ø79.8

169

1
3

0

ø12-ø1833

ø77.5

ø
6

-ø
1

2
2

6
.5

116.7ø69.7

Size 1 Single & 

Three Phase

Size 2 Single & 

Three Phase

Small Single Phase

OLD CODE NEW CODE

Straight Plug
BUP310

BUP310L

BUP315

BUP320

BUP332

BUP410OR BUP410

BUP420OR BUP420

BUP432OR BUP432

BUP440

BUP450

BUP510OR BUP510

BUP520OR BUP520

BUP532OR BUP532

BUP540

BUP550OR BUP550

Angled Plug
BUPA320

BUPA332

BUPA410OR BUPA410

BUPA420OR BUPA420

BUPA432OR BUPA432

BUPA440

BUPA450

BUPA510OR BUPA510

BUPA520OR BUPA520

BUPA532OR BUPA532

BUPA540

BUPA550
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BU4DIN

BU4DINLED

BU4DINLE

BU4DINLEDLE

BU4DINKIT

IP66 DIN 4 Pole Enclosures   

to a switchboard in an environment needing a high level of protection.

and good chemical resistant material to provide long reliable life in the 
dust and wet.

cables with crimped ends to allow it to be wired for power available 
into the module - or outgoing power available - depending on the 
application. 

Cat No. Description Poles Enclosure Included Conduit Entries

BU4DIN Enclosure DIN 4 Pole 4 BUBB2G
2 x 25mm

1 x 32mm

BU4DINLED Enclosure DIN 4 Pole with LED 4 BUBB2G
2 x 25mm

 1 x 32mm

BU4DINLE Enclosure DIN 4 Pole, Less Back Box 4 N/A N/A

BU4DINLEDLE Enclosure DIN 4 Pole with LED, Less Back Box 4 N/A N/A

BU4DINKIT DIN Rail Assembly Kit 4 Pole 4 N/A N/A

 8-ø5.5

25MM
CUT-OUT

32MM
CUT-OUT

55

75

1
3

9
1

6
4

111.6
4730M32

2XM25

ø6.5

101

2
0

5
.2

30

100°

BU4DINKIT
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Enclosures   
Manufactured in industrial grade resins 

 

 

 
and to aid IP rating.

sealed with sealant.

*Supersede 

the BUBB1G32 

and BUBB2G32.

Note hole entries of the 

new BUBB1G and BUBB2G 

have been altered to have 

1x32mm and 2x25mm.

Cat No. Description Height (mm) Width (mm) Length (mm) Conduit Entries
Rear Cut-Outs 

dia.

BUBB1GS Enclosure Back Box Shallow 1 Gang 37 101 101
2 x 20mm

1 x 25mm

1 x 20mm

1 x 25mm

BUBB1G Enclosure Back Box 1 Gang 62 101 101
2 x 25mm

1x 32mm
1 x 32mm

BUBB2GS Enclosure Back Box Shallow 2 Gang 38 101 198
2 x 20mm

1 x 25mm

2 x 20mm

2 x 25mm

BUBB2G Enclosure Back Box 2 Gang 63 101 198
2 x 25mm

1 x 32mm

1x 25mm

1 x 32mm

BUBB3G Enclosure Back Box 3 Gang 63 101 298
2 x 25mm

1 x 32mm

2 x 25mm

1 x 32mm

BUBB4G Enclosure Back Box 4 Gang 63 198 198
2 x 25mm

2 x 32mm

2 x 25mm

1 x 32mm 

1 x 40mm

BUBB6G Enclosure Back Box 6 Gang 63 198 298
2 x 25mm

2 x 32mm

2 x 25mm

2 x 32mm

2 x 40mm

BUBRIDGE Bridge for BUBB Back Box Range

OLD CODE NEW CODE

BUBB1GS

BUBB1G32 BUBB1G*

BUBB2G32 BUBB2G*

BUBB2GS

BUBB3G

BUBB4G

BUBB6G

BUBRIDGE

PAGE 1 of 3
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Enclosure Dimensions     
1

1
0

4
4

30

30

M32

 2XM25

 101  62
 74

 4Xø5.5

 32mm
CUT-OUT

 32mm
CUT-OUT

 2XM25

 2
0

5
.9

 101

 M32

 62.8

 30

 30

 1
6

4

 1
8

2

 1
3

9

 55

 75
84

8

 32mm
CUT-OUT

 25mm
CUT-OUT

 32mm
CUT-OUT

 25mm
CUT-OUT

M25

101

2XM20

2
0

5
.9

1
8

2

1
3

9

84

75
38

18.3

18.3

 4Xø5.5

 20/25mm
CUT-OUT

 20/25mm
CUT-OUT

 20/25mm
CUT-OUT

 20/25mm
CUT-OUT

101 7437
16.8

17.8

2XM20

M25

1
1

0

4
4

 32mm
CUT-OUT

 32mm
CUT-OUT

BUBB1G BUBB1GS

BUBB2G BUBB2GS

NEW CODE

BUBB1GS

BUBB1G

BUBB2G

BUBB2GS

PAGE 2 of 3
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Enclosure Dimensions     
84
101 62.8

29.8

29.8

30
3.

9

2
3

7

2
6

2

6
7

75
55

2
8

0

1
1

2

8
4

12Xø5.5

 32mm
CUT-OUT

25mm
CUT-OUT

25mm
CUT-OUT

 32mm
CUT-OUT

25mm
CUT-OUT

25mm
CUT-OUT

62.8
29.9

29.9

2XM25

2XM32

198
182

23

1
3

9
1

6
4

1
8

2

2
0

5
.9

1
4

43
153
173

16Xø5.5

 40mm
CUT-OUT

32mm
CUT-OUT

25mm
CUT-OUT

25mm
CUT-OUT

 40mm
CUT-OUT

32mm
CUT-OUT

25mm
CUT-OUT

25mm
CUT-OUT

30
3.

9
2

8
0

1
1

2
8

4

198
62.8

30

30
23

2
3

7

2
6

2

43
153

178

182
2XM25

2XM32

16Xø5.5

32mm
CUT-OUT

25mm
CUT-OUT

25mm
CUT-OUT

32mm
CUT-OUT

40mm
CUT-OUT

40mm
CUT-OUT

25mm
CUT-OUT

32mm
CUT-OUT

40mm
CUT-OUT

25mm
CUT-OUT

32mm
CUT-OUT

40mm
CUT-OUT

BUBB6G

BUBB4G

BUBB3G

NEW CODE

BUBB3G

BUBB4G

BUBB6G

PAGE 3 of 3
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BUL1 

BUL2 

BUCAP9 

Enclosure Lids   
Manufactured in industrial grade resins providing:

0.53Nm. 

95

9
5

28
30*

84

8
4

 4Xø3.8

95 84

1
8

2

30*
27.5

1
9

3

 6Xø5

BUL1

BUCAP9

BUL2

*includes gasket

Cat No. Description Height (mm)
Width 
(mm)

Length 
(mm)

BUL1 Lid for 1 Gang Enclosures 28 95  95

BUL2 Lid for 2 Gang Enclosures 28 95 193 

BUCAP9 Cover Screw Caps Grey
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BUJB1 

BUJB2 
IP66 Junction Boxes   

Manufactured in industrial grade resins providing:

 

PAGE 1 of 2

Cat No. Description
Height 
(mm)

Width 
(mm)

Length 
(mm)

Conduit 
Entries

Rear
 Cut-Outs

dia.

BUJB1
Junction Box IP66 1 Gang, 
supplied with connectors

91 101 101
2 x 20mm
1 x25mm

1 x 32mm

BUJB2
Junction Box IP66 2 Gang, 
supplied with connectors

91 101 198
2 x 25mm
1 x 32mm

1 x 25mm
1 x 32mm
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BUJB1 

BUJB2 

95

9
5

28
30*

84

8
4

 4Xø3.8

2XM4.5

ø6.22
2

.1
3

9
.5

2XM4.5

ø6.22
2

.1
3

9
.5

1
1

0

4
4

30

30

M25

 2XM20

 101  62
 74

 4Xø5.5

 32mm
CUT-OUT

 32mm
CUT-OUT

95 84

1
8

2

30*
27.5

1
9

3

 6Xø5

 2XM25

 2
0

5
.9

 101

 M32

 62.8

 30

 30

 1
6

4

 1
8

2

 1
3

9

 55

 75
84

8Xø5.5

 32mm
CUT-OUT

 25mm
CUT-OUT

 32mm
CUT-OUT

 25mm
CUT-OUT

PAGE 2 of 2

BUJB1

LID

LID

BACK BOX

BACK BOX

BUJB2 *includes gasket
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BUAI310 

BUAI315

BUAI310LE 

BUAI315LE 

IP66 Appliance Inlets  

Single Phase Flat Pin (250V~)   
 

 
 

performance.
 

 
 

 
installed. 

 Insulated Pins.
 
 

 4Xø5.5

7480

16.8

17.8M25

2XM20

101

10
7.

7

43.2

4
4

140°

Cat No. Description
Height 
(mm)

Width 
(mm)

Length 
(mm)

Conduit 
Entries

Matching 
Extension 

Socket

BUAI310 Appliance Inlet IP66 10A 250V~ 80 101 101
2 x 20mm

1 x 25mm
BUEXSO310

BUAI315 Appliance Inlet IP66 15A 250V~ 80 101 101 
2 x 20mm

1 x 25mm
BUEXSO315

BUAI310LE Appliance Inlet IP66 10A 250V~, Less Enclosure 43 97 97 N/A BUEXSO310

BUAI315LE Appliance Inlet IP66 15A 250V~, Less Enclosure 43 97 97 N/A BUEXSO315
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BUAI320 

BUAI332 

BUAI410 

BUAI420 

BUAI432 

BUAI440 

BUAI450 

BUAI510 

BUAI520 

BUAI532 

BUAI540 

BUAI550 

IP66 Appliance Inlets  

Single & Three Phase Round Pin 

(250V~ & 500V~)   

Two gang design to provide additional wiring space.
 

 

Suits Small to Large Single or Three phase loads.

Pin 

PAGE 1 of 2
Cat No. Description

Dimensions 
 H* x W x D

(mm) 

Terminal 
Size 

(mm dia)

Maximum 
Conductor 

Size (mm2)

Conduit 

Entries

Matching 

Extension 

Socket

BUAI320 Appliance Inlet IP66 20A 500V~ 3 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO320

BUAI332 Appliance Inlet IP66 32A 500V~ 3 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO332

BUAI410 Appliance Inlet IP66 10A 500V~ 4 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO410

BUAI420 Appliance Inlet IP66 20A 500V~ 4 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO420

BUAI432 Appliance Inlet IP66 32A 500V~ 4 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO432

BUAI440 Appliance Inlet IP66 40A 500V~ 4 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO440

BUAI450 Appliance Inlet IP66 50A 500V~ 4 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO450

BUAI510 Appliance Inlet IP66 10A 500V~ 5 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO510

BUAI520 Appliance Inlet IP66 20A 500V~ 5 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO520

BUAI532 Appliance Inlet IP66 32A 500V~ 5 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO532

BUAI540 Appliance Inlet IP66 40A 500V~ 5 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO540

BUAI550 Appliance Inlet IP66 50A 500V~ 5 Pin 183x101x198 4.1 10
2 x 25mm

1 x 32mm
BUEXSO550
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BUAI320 

BUAI332 

BUAI410 

BUAI420 

BUAI432 

BUAI440 

BUAI450 

BUAI510 

BUAI520 

BUAI532 

BUAI540 

BUAI550 

 ø79

M25

32mm
CUT OUT

25mm
CUT OUT

M25

M32

1
6

4
1

3
9

75
55

3
0

3
0

1
1

9
.5

1
8

3

2
0

6

101
2XM25

PAGE 2 of 2

IP66 Appliance Inlets  

Single & Three Phase Round Pin  

Dimensional Drawing
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